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VPS wall 

PETTER LILLED; PLILLED; VPS WALL



Preparations 
Before layout 
suggestion
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Preparations Before layout suggestion
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1. Total length of VPS-wall

2. Distance, centerline lifts to VPS-wall

3. Distance between lifts, centerline to 
centerline

4. Distance centerline lift to end of VPS-
wall

5. Total number of tool cabinets

6. Total number of shelf's

7. Total number of computer storage

8. Total number of trolleys

1

2

3 3 44



part numbers 
with pictures 
and 
illustrations
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VPS wall
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9814147 MOUNTING BAR (9814159 SCREW KIT, incl. washer)
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Only needed when there is a risk of 
lifting the wall plates and unhook 
them, for example with a fork lift.
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(30 cm wide)
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(60 cm wide)
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(90 cm wide)
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9814155 CABINET (computer)
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support plate



9814158 SHELF (9814150 WASTE PAPER BASKET)
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9814176 TOOL CABINET (9814181 HOOK KIT)
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HOOK KIT 9814181
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HOOK KIT 1/2 socket holder 9814188 (two incl. in kit)
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Number of sockets: 10 7



HOOK KIT 3/8 socket holder 9814189 (two incl. in kit)
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Number of sockets: 14 10



HOOK KIT 1/4 socket holder 9814195 (two incl. in kit)
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Number of sockets: 14



Holders for service table 9814194 (kit incl. 4 pcs)
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9814143 END PIECE (9814147 MOUNTING BAR)
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Cover plates 9814151

2017-11-13 34PETTER LILLED; PLILLED; VPS WALL



Tool board 9814186
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Corners, 9814148/9814149
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Tool trolley 9814177
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Counter (two techn.) 9814160, counter (one techn.) 9814190  
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Installation 
instructions
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Installation of the mounting rail Beams
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When mounting the rails directly to the wall, 
skip this slide.

When mounting on horizontal beams, install 
a beam with its center approximately 2025 
mm from the floor and another one 375 mm 
from the floor (The distance between the 
wall plates and bottom floor will be 
100mm).



Installation of the mounting rails
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1. Mounting directly to wall or vertical beams. Measure were the first mounting rail is to be mounted, It 
can stand at one end of the wall or somewhere in between. The rail is fastened at its upper oblong 
hole with floor support adjusted to the mounting rail bottom ports 100 mm from the floor. Use the drill 
bushing and drill to get an entry point for the screw and tighten the mounting rail.

2. Place the second mounting and attach the line tool in the two mounting rails upper track and one tool 
in the bottom track. Check that the mounting rails are plumb and alignment tools are in balance. 
Attach the next mounting rail in the same way as the first.



Installation of the mounting rails
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1. After assembly of the fourth mounting rail, control work by mounting twelve plates (when installing the wall 
plates you begin with the bottom plate and mount upward) and end caps (981 4143 left and right). Make 
sure that the fit is perfect, tightly between the plates. A small gap must be present when the grooves in the 
mounting rail is 5 mm and the sum of the two plates is 3 mm.

Make sure everything is aligned vertically and horizontally, adjust if necessary. Check that the plates fit and 
carefully remove the plates.

2. Check that the distance between the first and fourth mounting rail is 2700 mm.

3. Continue with the remaining mounting rails and check occasionally.



Installation of the tool cabinet
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1. Part number 981 41 56 contains two "smooth" plates and two with keyhole for hanging the tool cabinet. One of these plates shall be placed 
as second from bottom and the other fourth. The distance between the key holes shall be 800 mm.

2. Attached tool cabinet, there are four carriage bolts, nuts and washers. Washer and nut mounted on the bolt and the cabinet is lifted into 
position. Bolts should be inserted at an angle through the cabinet and wall plate, after which the nut is tightened



Installation of the keyboard module
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1. Article 981 4157 is the plate for the keyboard module. The plate, which has narrow holes in itself 
should sit as the second plate from the bottom. Consoles with a box mounted in the hole and the 
keyboard plate is stacked on.



Installation of the computer storage

2017-11-13 48PETTER LILLED; PLILLED; VPS WALL

1. Computer Storage with part number 981 4155 is mounted in 
the holes under the keyboard shelf.



Installation of the waste bin
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1. Waste bin mounted in any location. The bracket bolted to the 
two wall plates and waste bin is attached to the bracket.



Installation of the support plate
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1. In cases where heavy equipment is mounted on the wall or if there is a risk that certain surface of the wall may 
be subjected to extra heavy load, there is a support plate 981 4180 which is mounted on the mounting rails 
before the wall plates is installed.



Installation of the toolboard
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Installation of the end pieces
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1. The end pieces with part number 981 4143 (left and right) installed at the beginning and the end of the wall.



Installation Corners
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Installation Tool trolley
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Assembly instructions for customer desk
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1. Start screwing the base together using the 5 sheet metal base plates (1a) and the 6 steel blocks (1b). Use the 24 torx head machine screws for this 
purpose. The flange with the big cutouts should be facing downwards. The flanges should all be facing inwards.

2. Screw the 6 feet's (2a) in to the steel blocks (1b). It is now recommended to place the base at the position where the desk shall stand when finished 
because it is very heavy when fully assembled. Adjust the feet's so that the base is absolutely horizontal.

3. Position the wooden bottom plate (3a) at the base and fasten it with the supplied sheet metal screws through the 4 predrilled holes (3b) in the bottom 
plate and the flanges of the base (1a). Cover the holes with the supplied round self adhesive plastic film covers.

4. Put the 8 special attachment screws and the wooden plugs for the 4 walls in the predrilled holes in the wooden bottom plate (3a) and tighten the 
screws. Position the 4 walls (4a) on to those special screws and wooden plugs. Put the cylindrical locking blocks in the big round holes in the walls (4a) 
and turn them clockwise to stop to secure the walls to the bottom plate. 

Attention: be very careful with the walls until they are secured at the top.

5. Put the special attachment screws and the wooden plugs in the predrilled holes for the securing members (5a) at the top of the wooden walls (4a). 
Position the two securing members (5a) and fasten them with the cylindrical blocks in the big round holes and turn them clockwise to stop.

6. Now screw the rails (6a) for the drawers (6b) to the side of the walls (4a). Split the rails and screw the part not attached to the walls to the side of the 
drawers (6b). Put the grids (6c) together and position them in two of the drawers, preferably the center once, as shown in the pictures.

Assembly instructions for customer desk

2017-11-13 56PETTER LILLED; PLILLED; VPS WALL



7. Position the painted sheet metal panels (7a) to the side of the desk. Start with the lower once and screw them to the edge of the wooden wall (7b). 
Position the front metal corners (7c) and put screws from the inside the wooden wall (4a), first through the flange of the steel corner (7c), then through 
the wooden wall (4a), next flange of the steel corner (7c) and in to the flange of the painted sheet metal panel (7a). Do not tighten these screw. Leave 
a space between the head of the screw and the surface of the steel corner of about 3mm. When the lower panels are secured proceed with the upper
once in the same way.

8. Place the four painted front sheet metal panels (8a) on a soft and clean surface with the outside facing down. Put screws in appropriate holes (8b) to 
secure the panels together. Position this cluster of panels to the front of the desk by hanging them on the not yet tightened screws in the corners (7c). 
Tighten now these screws. Place the 3 back panels (8c) in the slots (8d) in the wooden walls (4a) and push them down. Secure the front panels in the 
middle with the lower bracket (8e).

9. Put the wooden plugs in the holes in the upper edge of the outer walls and position the desktop (9a). Secure the desktop with some screws through 
the securing members (5a) and into the desktop from below. Secure the upper edge of the front panels in the middle to the desktop with two screws 
into the predrilled holes (9b) at the underside of the desktop.

10. Put the drawers at their positions.

11. Put the trim rings for the computer cables in the holes (10a) in the desktop.

Assembly instructions for customer desk
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